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Pre-1999 Proposal

A. Regulatory Background Information

@ General
. No. of
No. Document Title Volume Pages
1 U.S. EPA. 1993. Development Document For Effluent Limitations 1 391
Guidelines and New Source Performance Standards for the Offshore
Subcategory of the Qil and Gas Extraction Point Source Category.
EPA 821-R-93-003.
2 U.S. Environmental Protection Agency, Development Document for 1 630

Final Effluent Limitations Guidelines and Standards for the Coastal
Subcategory of the Qil and Gas Extraction Point Source Category,
EPA 821-R-96-023, October 1996.
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Pre-1999 Proposal

A. Regulatory Background Information

(b) Sate and Regional Rules, Regulations, and Permits

from M. Beverage; AK Rule 2-S-H-11-96 and 5 AAC 31.390.
December 10, 1998.

. No. of
No. Document Title Volume Pages
1 Alaska Administrative Code (AAC) Title 18. Environmental 1 58
Conservation, Chapter 70 - Water Quality Standards and Chapter 80
- Drinking Water.
2 Alaska Department of Fish and Game. 1998. Fax transmission 1 10
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Pre-1999 Proposal

B. Public Participation

@ Meetings and Presentations

. No. of
No. Document Title Volume Pages
1 Daly, Joseph, U.S. EPA, Memorandum regarding “May 8-9, 1997, 1 52
Meeting in Houston, Texas-Inception of Industry/Stakeholder Work
Groups to Address Issues of Discharges Associated with Synthetic-
Based Drilling Fluids (SBF),” January 14, 1999.
2 Daly, Joseph, U.S. EPA, Memorandum regarding “Meeting with Oil 1 13

and Gas Industry Representatives Regarding Synthetic Drilling
Fluids,” July 2, 1996, with two attachments: 1) Information package
entitled “Enhanced Mineral Oils (EMO) for Drilling,” presented by
Exxon Co., U.S.A Marketing, Donald F. Jacques, Ph. D., June 25,
1996, and 2) Letter from Michael E. Parker, P.E., Exxon Company
U.S.A., to M. B. Rubin, U.S. EPA, September 17, 1996.

Page 7 of 115




Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis
(@  General
. No. of
No. Document Title Volume Pages
Daly, Joseph, U.S. EPA, Memorandum regarding “Phone 1 1
Conversation Regarding Number of Wells Drilled in Cook Inlet,
Alaska,” October 23, 1998.
Daly, Joseph, U.S. EPA, Memorandum regarding “Phone 1 1
Conversations Regarding Number of Wells Likely to Switch from
Using OBF to SBF Post SBF Effluent Guidelines,” October 28, 1998.
Daly, Joseph, U.S. EPA, Memorandum regarding “ October 13 1998 1 2
Teleconference Regarding SBF Use,” October 20, 1998.
Baker, Ron, “A Primer of Offshore Operations,” Second Edition, Public
Petroleum Extension Service, University of Texas at Austin, 1985. Document
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C.

Pre-1999 Proposal

Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(b)  Discharge Monitoring Methods and Limitations

No.

Document Title

Volume

No. of
Pages

American Society of Testing and Materials (ASTM). 1992. Standard
Guide for Conducting 10-day Static Sediment Toxicity Tests with
Marine and Estuarine Amphipods. ASTM 1367-92.

26

Addy, JM., J.P. Hartley and P.J.C. Tibbetts. 1984. Ecological effects
of low toxicity oil-based mud drilling in the Beatrice Qilfield. Marine
Pollution Bulletin, Vol. 15, No. 12. pp. 429-436.

API. 1995. Reducing Uncertainty in Laboratory Sediment Toxicity
Tests. APl Publication 4632. Health and Environmental Sciences
Department. September 1995.

143

Berge, JA. 1996. The effect of treated drill cuttings on benthic
recruitment and community structure: main results of an experimental
study on a natural seabed In: The Physical and Biological Effects of
Processed QOily Drill Cuttings. E& P Forum Report No. 2.61/202. April
1996. pp. 41-63.

23

Boothe, P.N. and B.J. Presley. 1989. Trends in sediment trace
concentrations around six petroleum drilling platforms in the northwest
Gulf of Mexico. In: F.R. Englehardt, J.P. Ray and A.H. Gillam (Eds.)
Drilling Wastes. Elsevier Applied Science, London. pp. 3-22.

12

Bothner, M.H. et a. 1985. The Georges Bank Monitoring Program
1985: Analysisof Trace Metals. U.S. Geological Survey Circular 988.

63

Boyd, P.A., D.L. Whitfill, T.S. Carter and J.P. Allamon. 1985. New
Base Oil Used in Low-Toxicity Oil Muds. J. Petroleum Technology,
January 1985, pp. 137-142

Brandsma, M.G. 1996. Computer simulations of oil-based mud
cuttings discharges in the North Sea. In: The Physica and Biological
Effects of Processed Qily Drill Cuttings. E& P Forum Report No.
2.61/202. April 1996. pp. 25-40.

17

BP Exploration Operating Company Ltd. 1996. BP Single well
15/20b-12 (Donan) synthetic mud (Petrofree) second post-drilling
environmental survey. Environment & Technology Ltd. ERT Draft
Report No. 96/062/3 June 1996.

177
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C.

Pre-1999 Proposal

Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(b)  Discharge Monitoring Methods and Limitations

No.

Document Title

Volume

No. of
Pages

10

Candler, J, R. Herbert and A.J.J. Leuterman. 1997. Effectiveness of a
10-day ASTM Amphipod Sediment Test to Screen Drilling Mud Base
Fluids for Benthic Toxicity. SPE 37890 Society of Petroleum
Engineers Inc. March 1997. 19 pp.

2

20

11

Churan, M., J.E. Candler and M. Freeman. Onsite and Offsite
Monitoring of Synthetic-Based Drilling Fluids for Oil Contamination.
SPE 37906 Society of Petroleum Engineers Inc. March 1997. 14 pp.

14

12

Hood., C.A. 1997. Letter to J. Daly, USEPA with unpublished
sediment toxicity data from Baker Hughes, INTEQ. July 9, 1997.

14

13

Ooi, B-H. 1994. Marine Environmental Monitoring Program. SPE
27166 Society of Petroleum Engineers, Inc. January 1994.

10

14

Rabke S. et a. 1998. Interlaboratory Comparison of a 96-hour
Mysidopsis bahia Bioassay Using a Water Insoluble Synthetic-Based
Drilling Fluid. Presented at 19th Annual Meseting of Society of
Environmental Toxicology and Chemistry, Charlotte NC, November
15-19, 1998.

15

Rabke S. and J. Candler. 1998. Development of Acute Benthic Toxicity
Testing for Monitoring Synthetic-Based Muds Discharged Offshore.
Presented at IBC Conference on Minimizing the Environmental Effects
of Offshore Drilling, Houston Texas, February 9, 1998.

26

16

Slater, M., M.H. Hilleand A. Molversmyr. 1995. Commonly Used
Biodegradation Techniques for Drilling Fluid Chemicals, Are They
Popular? SPE/IADC 29376, pp. 387-397.

17

Weintritt, D. and R. Benjamin, “Evaluation of Static Sheen Test for
Water-Based Muds, Synthetic-Based Muds, and Enhanced Minera Oils
(Draft),” August 1998, with cover letter from Robert J. Moran, National
Ocean Industries Association, to Joseph M. Daly, U.S. EPA, September
28, 1998.

182

18

Daly, Joseph, U.S. EPA, E-mail letter to Roger Claff, API, regarding
“Comments on Static Sheen Report,” October 15, 1998.
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C.

Pre-1999 Proposal

Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(b)  Discharge Monitoring Methods and Limitations

No.

Document Title

Volume

No. of
Pages

19

Annis, Max R., “Procedures for Sampling and Testing Cuttings
Discharged While Drilling With Synthetic-Based Muds,” prepared for
the American Petroleum Institute (API) ad hoc Retention on Cuttings
Work Group under the API Production Effluent Guidelines Task Force,
August 19, 1998.

2

16

20

U.S. Environmental Protection Agency. Methods for Assessing the
Toxicity of Sediment-associated Contaminants with Estuarine and
Marine Amphipods. Office of Research and Development. EPA/600/R-
94/025. June 1994.

154

21

U.S. Department of Health, Education, and Welfare. Carcinogens -
Working With Carcinogens. NIOSH-77-206. August 1977.

53

22

U.S. Environmental Protection Agency. Methods for the Determination
of Diesdl, Mineral, and Crude Qils in Offshore Qil and Gas Industry
Discharges. Office of Water. Engineering and Analysis Division. EPA
821-R-92-008. December 1992.

75

23

U.S. Environmental Protection Agency. Handbook for Analytical
Quality Control in Water and Wastewater Laboratories. Environmental
Monitoring and Support Laboratory. EPA-600/4-79-019. March 1979.

157

24

Montgomery, R., Pechan-Avanti Group. Memorandum to Joseph Daly,
USEPA, regarding Draft APl Sediment Toxicity Protocol for Use With

Synthetic-Based Drilling Fluids (with attachments). December 11, 1998.

112

25

Danids, C.B. 1998. Synthetic-Based Drilling Fluids: An Assessment of
the Spatial Distribution of Toxicants in Sediments from Gulf of Mexico
Drilling Platforms. A Report Prepared for the Office of Water.
EPA/600/R-98/104.

11

26

American Petroleum Institute, Information package regarding “Data
Tables for the Conference Call for Review of 2" Round of Range-
Finders,” API Drilling Mud Issue Work Group ad hoc SBM Sediment
Toxicity Protocol Development Work Group, September 11, 1998.

10

27

American Petroleum Institute, Information package regarding
“Conference Call for Review of 39 Round of Range-Finders,” API
Drilling Mud Issue Work Group ad hoc SBM Sediment Toxicity
Protocol Development Work Group, December 11, 1998.
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C.

Pre-1999 Proposal

Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(b)  Discharge Monitoring Methods and Limitations

No.

Document Title

Volume

No. of
Pages

28

Uhler, A.D. and JM. Neff, Battelle, “ Survey of Monitoring Approaches
for the Detection of Oil Contamination in Synthetic-Based Drilling
Muds,” prepared for the American Petroleum Institute, August 1998,
with cover letter from Robert Moran, National Ocean Industries
Association, to Joseph Daly, U.S. EPA, October 21, 1998.

2

52

29

Uhler, A.D., JA. Seavey, and G.S. Durell, Battelle, “Laboratory
Evaluation of Static Sheen Replacements. RPE Method (Final Draft
Report),” plus addendum, November 16, 1998, with cover letter from
Robert Moran, National Ocean Industries Association, to Joseph Daly,
U.S. EPA, November 16, 1998.

53

30

Uhler, A.D., JA. Seavey, and G.S. Durell, Battelle, “Laboratory
Evauation of Static Sheen Replacements: GC/M S Method (Draft
Report),” November 16, 1998, with cover letter from Robert Moran,
National Ocean Industries Association, to Joseph Daly, U.S. EPA,
November 19, 1998.

51

31

Ditsworth, G.R., D.W. Schults, and J.K.P. Jones. 1990. Preparation of
Benthic Substrates for Sediment Toxicity Testing. Environmental
Toxicology and Chemistry. Val. 9, pp.1523-1529.

32

Sueddl, B.C., JH. Rodgers, and P.A. Clifford. 1993. Bioavailahility of
Fluoranthene in Freshwater Sediment Toxicity Tests. Environmental
Toxicology and Chemistry. Vol. 12, pp. 155-165.

11

33

American Society of Testing and Materials (ASTM). 1994. Standard
Guide for Collection, Storage, Characterization, and Manipulation of
Sediments for Toxicological Testing. ASTM

E 1391-94 .

21
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Pre-1999 Proposal

C.

Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(c) Drilling Waste Characterization

No.

Document Title

Volume

No. of
Pages

American Petroleum Institute (API). 1998. Responsesto Technical
Questions for Oil and Gas Exploration and Production Industry
Representatives. E-mail from M. Parker, Exxon to J. Daly, U.S.
EPA/OW with attached file, August 7, 1998.

2

16

Avanti Corporation, “Assessment and Comparison of Available Drilling
Waste Data from Wells Drilled Using Water Based Fluids and Synthetic
Based Fluids,” prepared for the U.S. Environmental Protection Agency,
contract 68-C5-0035, September 30, 1997.

22

Annis, Max R., “Retention of Synthetic-Based Drilling Material on
Cuttings Discharged to the Gulf Of Mexico,” prepared for the American
Petroleum Institute (API) ad hoc Retention on Cuttings Work Group
under the API Production Effluent Guidelines Task Force, August 29,
1997.

49

Daly, Joseph, U.S. EPA, letter to Larry Henry, Chevron USA
Production Co., regarding “Technical Questions for Oil and Gas
Exploration and Production Industry Representatives,” with attachment,
April 1, 1998.

The Pechan-Avanti Group, Worksheet regarding “ Ca culation of
Organics in Waste Cuttings Due to Crude Contamination,” January 20,
1999.

SAIC, Worksheet entitled “ Caculations for Average Density of Dry
Solids in Cook Inlet Drilling Mud,” June 6, 1994.

The Pechan-Avanti Group, Worksheet regarding “ Calculation of Model
Well SBF Drilling Fluid Formulation,” October 26, 1998.

28

Baker-Hughes Inteq, Product information sheet featuring “Typical
Formulation, 14.0 Ib/gal / 70/30 SWR,” 1995.

Friedheim, J. E., and H.L. Conn, “ Second Generation Synthetic Fluids
in the North Sea: Are They Better?’ |ADC/SPE 35061, 1996.

14

10

Baker-Hughes Inteq, Product Bulletin for “1SO-TEQ™,” 1994,

11

Baker-Hughes Inteq, Material safety Data Sheet for “MIL-BAR”
(Barite), March 21, 1994.

12

Baker-Hughes Inteq, Case history information featuring synthetic-based
drilling fluid properties, 1995.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(c) Drilling Waste Characterization

. No. of
No. Document Title Volume Pages
13 Daly, Joseph, U.S. EPA, Memorandum regarding “ Contamination of 2 1
Synthetic-Based Drilling Fluid (SBF) with Crude Oil,” January 14,
1999.
14 The Pechan-Avanti Group, Worksheet regarding “Number of Days to 2 3
Drill Model SBF Wells,” October 27, 1998.
15 Daly, Joseph, U.S. EPA, Memorandum regarding, “Market Share of 2 1

Respondents to Technical Questions,” August 17, 1998.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(d) Drilling Waste Management and Control Technologies

. No. of

No. Document Title Volume Pages

1 Veil, John A., Argonne National Laboratory, Washington, D.C., “Data 2 34
Summary of Offshore Drilling Waste Disposal Practices,” prepared for the
U.S. Environmental Protection Agency, Engineering and Analysis Division,
and the U.S. Department of Energy, Office of Fossil Energy, November
1998.

2 The Pechan-Avanti Group, “Trip Report: Demonstration of the ‘Mud 10 2 21
Drilling Fluid Recovery Device at the Amoco Marlin Deepwater Drill Site,”
August 7, 1998.

3 Daly, Joseph, U.S. EPA, Memorandum regarding “ Data Showing the 2 55
Performance of the Mud 10 with North Sea Oil Wells,” January 14, 1999.

4 Martin, Neil, Enaco PLC, letter to Joseph Daly, U.S. EPA, regarding the 2 33
MUD 10 Fluid Recovery Unit, with attached literature and data, July 22,
1997.

5 Brandt/EPI, “ The Handbook on Solids Control and Waste Management,” 2 134
4™ edition, 1996.

6 Mclntyre, Jamie, Avanti Corporation, Memorandum to Joseph Daly, U.S. 2 4
EPA, regarding “Summary of December 2 Meeting with David Wood of
Mud Recovery Systems,” December 18, 1997.

7 Daly, Joseph, U.S. EPA, Memorandum regarding “Cost of Synthetic- 2 1
Based Drilling Fluids (SBF),” January 15, 1999.

8 M-I Drilling Fluids, Bar graph entitled “M-1’s Synthetics Marketplace,” 2 1
with notation it was handed to J. Daly by J. Candler on January 30, 1997.

9 Mclntyre, Jamie, Avanti Corporation, Telephone Communication Report 2 1
on conversation with Peter Matthews, Newpark Drilling Fluids, regarding
“‘Centrifugal Dryer’ for Drill Cuttings,” May 29, 1998.

10 Derrick Equipment Company, Product brochure entitled “Derrick HI-G™ | 2 6
Dryer with Optional Hydrocyclone Packages,” October 1997.

11 Mclntyre, J., Avanti Corporation, Telephone Communication Report on 2 32

conversation with Mike Montgomery, Brandt Company, regarding
“Questions regarding Brandt solids control equipment,” with attached
product bulletins, April 13, 1998.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(d) Drilling Waste Management and Control Technologies

No.

Document Title

Volume

No. of
Pages

12

Mclntyre, J., Avanti Corporation, Telephone Communication Report on
conversation with George Potts, Derrick Equipment Company, regarding
“Questions regarding Derrick solids control equipment,” with attached
price information, April 24, 1998.

13

Mclntyre, J., Avanti Corporation, Telephone Communication Report on
conversations with Paul Hanson (on April 20, 1998), and George Murphy
(on April 24, 1998) of SWACO, regarding “Questions regarding SWACO
solids control equipment,” with attached product brochures.

14

Mclntyre, J., Avanti Corporation, Telephone Communication Report on
conversation with Bryan Murry, Broadbent, Inc., regarding “ Questions
regarding Broadbent solids control equipment,” with attached product
brochure, April 15, 1998.

25

15

Mud Recovery Systems, Ltd., Product brochure entitled “M.U.D. 10 and
M.U.D. 6 Mud Recovery and Cuttings Cleaning System,” undated.

16

Walters, Herb, “Dewatering of Drilling Fluids,” in Petroleum Engineer
International, February 1991.

17

Carriere, J. and E. Lee, Walk, Haydedl and Associates, Inc., “Water-Based
Drilling Fluids and Cuttings Disposa Study Update,” Offshore Effluent
Guidelines Comments Research Fund Administered by Liskow and Lewis,
January 1989.

113

18

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with personnel at Frances Torque Service, regarding
“Cuttings box rental costs (Gulf of Mexico area),” June 4, 1998.

19

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with John Belsome, Seabulk Offshore Ltd., regarding
“Offshore supply boat costs and specifications,” June 3, 1998.

20

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with George Bano, Sea Mar Management, regarding
“Offshore supply boat costs and specifications,” June 3, 1998.

21

U.S. EPA, “Trip Report to Campbell Wells Land Treatment, Bourg,
Louisiana, March 12, 1992,” May 29, 1992.

36

22

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with Frank Lyon, Newpark Environmental, regarding
“Drilling Waste Zero Discharge Disposal Costs,” May 19, 1998.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(d) Drilling Waste Management and Control Technologies

No.

Document Title

Volume

No. of
Pages

23

Mclntyre, Jamie, The Pechan-Avanti Group, Telecommunications Report
on conversation with Darron Stankey, McKittrick Solid Waste Disposal
Facility, regarding “ California Prices for Land Disposal of Drilling Wastes,”
October 16,1998.

3

24

Mclntyre, Jamie, SAIC, Telecon on conversation with Josh Stenson,
Carlide Trucking, regarding “Costs to Truck Wastes from Kenai, Alaska to
Arlington, Oregon,” May 23, 1995.

25

Montgomery, Richard, The Pechan-Avanti Group, Telecommunication
Report on conversation with Shane Morgan, Ecology Control
Incorporated, regarding “costs associated with land and water transport of
drill cuttings and drilling fluids for offshore ail platforms operating off the
Cdlifornia coast,” May 9, 1998.

26

Weideman, Allison, U.S. EPA, “Trip Report to Alaska Cook Inlet and
North Slope Oil and Gas Facilities, August 25-29, 1993,” August 31, 1994.

72

27

Newpark Environmental Services, Facsimile of Price List, Effective May
1, 1998, from Lisa L. Denman to Kerri Kennedy, May 26, 1998.

28

U.S. Liquids of Louisiana, Facsimile of Price List, from “Betty” to Jamie
Mclntyre, May 26, 1998.

29

Mclntyre, Jamie, SAIC, Telecon on conversation with Alan Katel,
Chemica Waste Management of the Northeast, regarding “ Cost of
Disposing Drilling Wastes and Possible Transportation Routes,” May 9,
1995.

30

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with Todd Franklin, Apollo Services, regarding “Apollo
Services drilling waste zero discharge practices and cost,” May 19, 1998.

31

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with Nubon Guidry, National Injection Services, regarding
“Zero discharge practices for OBM and SBM,” April 29, 1998.

18

32

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with Gene Kraemer, National Injection Services, regarding
“Zero discharge costs and space requirements. Onsite injection,” May 19,
1998.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(d) Drilling Waste Management and Control Technologies

No.

Document Title

Volume

No. of
Pages

33

Montgomery, Richard, The Pechan-Avanti Group, Telecommunication
report on conversation with David Daniel, Environmental Enterprises,
regarding “ Cost Associated with Drilling Fluid Regulatory Options,”
October 15, 1998.

3

Science Applications International Corporation, “Final: Offshore Oil and
Gas Industry: Analysis of the Cost and Pollutant Removal Estimates for
the BCT, BAT, and NSPS Options for the Drill Cuttings and Drilling Fluid
Streams,” submitted to the U.S. Environmental Protection Agency,
Engineering and Analysis Division, January 13, 1993.

89

35

Engineering News Record, “ Construction Cost Index History (1908-
1997),” website address http://www.enr.com/cost/costcci.htm, June 8,
1998.

36

Mclntyre, Jamie, The Pechan-Avanti Group, Telecommunication Report
on conversation with John Candler, M-I Drilling Fluids, regarding “Cost
Estimates for Proposed RPE Method,” October 16, 1998.

37

Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report
on conversation with Mike Singler, National Injection Services, regarding
“NIS Drilling Waste Zero Discharge Technology and Costs,” May 11,
1998.

38

The Pechan-Avanti Group, Worksheet regarding “ Calculation of Daily
Onsite Injection Cost, October 30, 1998.

39

The Pechan-Avanti Group, “BAT Compliance Cost Analysis. ‘0% OBF
WEélls Convert’ Scenario,” prepared for Joseph Daly, U.S. EPA, Office of
Water, Engineering and Anaysis Division, January 21, 1999.

11

40

The Pechan-Avanti Group, “BAT Compliance Cost Anaysis. ‘100% OBF
WEélls Convert’ Scenario,” prepared for Joseph Daly, U.S. EPA, Office of
Water, Engineering and Anaysis Division, January 21, 1999.

11

41

The Pechan-Avanti Group, “BAT Pollutant Reductions Analysis: ‘0%
OBF Wélls Convert’ Scenario,” prepared for Joseph Daly, U.S. EPA,
Office of Water, Engineering and Analysis Division, January 20, 1999.

42

The Pechan-Avanti Group, “BAT Pollutant Reductions Analysis: ‘ 100%
OBF Weélls Convert’ Scenario,” prepared for Joseph Daly, U.S. EPA,
Office of Water, Engineering and Analysis Division, January 20, 1999.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(d) Drilling Waste Management and Control Technologies

. No. of

No. Document Title Volume Pages

43 Meinhold, A. Framework for a Comparative Environmental Assessment of | 3 101
Drilling Fluids. Prepared for: National Petroleum Technology Office, U.S.
Department of Energy. BNL-66108. November 1998.

44 Mason, T. Avanti Corporation, Memorandum regarding “ Conversion 3 10
Factor to BOE (Barrels of Oil Equivalents) for Natural Gas and Diesdl
Fuel,” July 12, 1996.

45 U.S. EPA, “Compilation of Air Pollutant Emission Factors,” AP-42, 3 1
Volume l, April 1976.

46 Jacaobs Engineering Group, “Air Quality Impact of Proposed Lease Sde 3 2
No. 95,” prepared for U.S. Department of the Interior, Minerals
Management Service, June 1989.

47 Sunda, John, SAIC, Memorandum to Allison Wiedeman, U.S. EPA, 3 2
regarding “ The assumptions used in the development of the cost of
commercia disposa of produced water using barge transportation,” March
10, 1994.

48 Kennedy, Kerri, The Pechan-Avanti Group, Telecommunications Report 3 1
on conversation with personnel a Apollo Services regarding “Detailed
Information Regarding Apollo’s Cuttings Injection System,” July 9, 1998.

49 U.S. EPA, “Compilation of Air Pollutant Emission Factors,” AP-42, 3 16
Volume I, September 1985.

50 U.S. EPA, “Compilation of Air Pollutant Emission Factors,” AP-42, 3 5
Volume |, Supplement F, July 1993.

51 U.S. EPA, “Compilation of Air Pollutant Emission Factors,” AP-42, 3 2
Volume |, January 1975.

52 SAIC, “Evauation of Personnel Injury/Casualty Data Associated with 3 55
Drilling Activity for the Offshore Qil and Gas Industry,” prepared for U.S.
EPA, Engineering and Analysis Division, January 11, 1993.

53 Daly, Joseph, U.S. EPA. Memorandum to the SBF Regulatory Record 3 1

regarding Use of Datain Max Annis Mud Retention Report as Indicator of
Shale Shaker. January 22, 1999.
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Pre-1999 Proposal

C. Options Development, Cost and Non-Water Quality Environmental Impact Analysis

(d) Drilling Waste Management and Control Technologies

No.

Document Title

Volume

No. of
Pages

White, C., U.S. EPA. Memorandum to Joseph Daly, Energy Branch
through Henry Kahn, Statistics Analysis Section regarding Current
Performance, when using Synthetic-Based Drilling Fluids, for Primary
Shakers, Secondary Shakers, and Vibrating Centrifuge and Model Limits
for Percent Retention of Base Fluids on Cuttings for Secondary Shakers
and Vibrating Centrifuge. January 29, 1999.

3

55

SAIC. Statistical Analysis for the Percent Retention of Drilling Fluids on
Cuttings after Treatment by Shakers, Secondary Shakers, and Vibrating
Centrifuge (MUD 10). Submitted to: U.S. Environmental Protection
Agency, Engineering and Analysis Division. January 25, 1999.

39

56

Kahn, H.D. and M.B. Rubin, U.S. EPA. 1989. Use of Statistical Methods
in Industrial Water Pollution Control Regulations in the United States.
Environmental Monitoring and Assessment. Vol. 12. pp. 129-148.

20

57

U.S. Environmental Protection Agency. Statistical Support Document for
Final Effluent Limitations Guidelines and Standards for the Pharmaceutical
Manufacturing Industry. EPA 821-B-98-007. July 1998.

379

58

White, C.E., U.S. EPA. Memorandum to Ronald Jordan, Energy Branch
through Henry Kahn, Statistics Analysis Section regarding Produced Water
Limitations for Oil and Grease that are Based on Improved Performance of
Gas Flotation. January 14, 1993.

59

Daly, Joseph, U.S. EPA. Memorandum regarding Correction to the
Regulatory Limits for Retention of Base Fluid on Cuttings as Presented in
the Preamble to the SBF Proposed Rule from 10.2 to 9.42 Percent.
January 29, 1999.

60

U.S. EPA, “Trip Report to Campbell Wells Landfarms and Transfer
Stations in Louisiana,” June 30, 1992.

17

61

Daly, Joseph, U.S. EPA. Memorandum regarding Cost Savings Resulting
from Increased Recovery of SBF from Drill Cuttings.
February 1, 1999.

11
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Avanti Corporation. 1996. Ocean Discharge Criteria Evaluation for
the NPDES General Permit for the Eastern Gulf of Mexico OCS.
Final submitted to EPA Region 4. June 3, 1998.

4

17

Avanti Corporation. 1993. Environmental Analysis of the Final
Effluent Guideline, Offshore Subcategory, Oil and Gas Industry.
Volume | - Modeled Impacts. Prepared for the U.S. Environmental
Protection Agency, Office of Science and Technology. January 14,
1993.

199

Barsky, C. 1998. Telecommunication with C. Barsky, California
Fish and Game by R. Montgomery, The Pechan-Avanti Group.
November 20, 1998.

Beverage, M. 1998. Telecommunication with M. Beverage, Alaska
Department of Fish and Game, by R. Montgomery, The Pechan-
Avanti Group. December 9, 1998.

California Department of Fish and Game (CA DFG). 1998.
Commercia Landings for 1997, Table 15. Supplied by J. Robertson,
CA DFG. December 10, 1998.

18

Fusaro, C. 1998. Telecommunication with Dr. C. Fusaro, Joint Oil
and Fisheries Liaison by R. Montgomery, The Pechan-Avanti Group.
November 20, 1998.

McKee, K. Dowrick and S.J. Astleford. 1995. A New Development
Towards Improved Synthetic Based Mud Performance. SPE/IADC
29405, pp. 613-621.

Minerals Management Service (MMS). 1991. Southern California
Bight Physical Oceanography. Proceedings of a Workshop. USDOI,
MMS, Pacific OCS Region. OCS Study MMS 91-0033. 157 pp.

10

MMS. 1989. Gulf of Mexico Physical Oceanography Program Final
Report: Year 5; Volume II: Technical Report. USDOI, MMS, Gulf
of Mexico OCS Region. OCS Study MM S 89-0068. 333 pp.

10

MMS. 1988. Offshore Texas and Louisiana Marine Ecosystems
Data Synthesis Volume 2: Synthesis Report. USDOI, MMS, Gulf of
Mexico OCS Region. OCS Study MM 'S 88-0067.
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11

RCG/Hagler, Bailly, Inc. 1993. The Economic Benefits of Effluent
Limitation Guidelines for Offshore Oil and Gas Facilities. Prepared
for U.S. EPA, Office of Science and Technology. January 1993.

4

47

12

Ricchiazzi, A. and F. Gamble. 1996. Santa Barbara Channel
Navigation Chart. Channel Crossing Press.

13

U.S. EPA. 1998. Cadmium, Copper, Lead, Nickel, Silver and Zinc:
Proposed Sediment Guidelines for the Protection of Benthic
Organisms Technical Basis and Implementation. U.S. EPA, Office of
Science and Technology and Office of Research and Development.

114

14

U.S. EPA. 1998b. Integrated Risk Information System (IRIS).
Online database at Http://www.epa.gov/ngispgma/iris.

279

15

U.S. EPA. 1997. Tabulation of Water Quality Criteria. Health and
Ecological Criteria Division. February 1997.

19

16

U.S. EPA. 1989. Briefing Report to the EPA Science Advisory
Board on the Equilibrium Partitioning Approach to Generating
Sediment Quality Criteria. Office of Water Regulations and
Standards. EPA 440/5-89-002.

154

17

U.S. EPA Region 10. 1984. Revised Preliminary Ocean Discharge
Criteria Evaluation Gulf of Alaska- Cook Inlet OCS Lease Sale 88
and State Lease Salesin Cook Inlet. Prepared by Jones & Stokes
Associates, Inc. and Tetra Tech, Inc.

15

18

National Marine Fisheries Service (NMFS). 1996. Current Fishery
Statistics No. 9600. US Department of Commerce, Nationa Oceanic
and Atmospheric Administration.

19

Science Application International Corporation (SAIC). 1998. Daily
Average Per Capita Fish Consumption Estimates Based on the
Combined USDA 1989, 1990, and 1991 Continuing Survey of Food
Intakes by Individuals (CSFII), Volume |: Uncooked Fish
Consumption National Estimates. Prepared for USEPA Office of
Science and Technology. March 1998.

165

20

National Marine Fisheries Service (NMFS). 1998. Marine
Recreational Fisheries Statistics Survey. Online database at:
http://www.st.nmfs.gov/webrecr.

76
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21

National Oceanic and Atmospheric Administration. 1997. Nautica
Chart #18740. United States - West Coast, California, San Diego to
Santa Rosa Island.

4

22

Harrigan, Pat and R. Healy. Memorandum to Sheila Frace Regarding
Recommendations for Implementing the New Aquatic Criteria for
Metals. December 7, 1998.

Attachment 1:

U.S. Environmental Protection Agency. National Recommended
Water Quality Criteria; Notice. Federal Register Vol. 63, No. 234.
Monday, December 7, 1998.

Attachment 2:

Prothro, M., USEPA. Memorandum to Water Management Division
Dierectors, Regions I-X, USEPA, regarding Office of Water Policy
and Technical Guidance on Interpretation and Implementation of
Aquatic Life Metals Criteria. October 1, 1993.

21

23

Zirbser, Kathy, USEPA. Memorandum to the Administrative Record
regarding Revised Federal Water Quality Criteria. December 29,
1998.

15
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Candler, J., JH. Rushing and A.J.J. Leuterman. 1993. Synthetic-
Based Mud Systems Offer Environmental Benefits Over Traditional
Mud Systems. SPE 25993 Society of Petroleum Engineers Inc. March
1993. pp. 485-499.

5

15

Duke, TW. and P.R. Parrish. 1984. Results of Drilling Fluids
Program Sponsored by the Gulf Breeze Research Laboratory 1976-
1984, and Their Application to Hazard Assessment. U.S. EPA
Environmental Research Laboratory, Gulf Breeze, Florida. EPA-600/4-
84-0055.

Hood, C., Baker Hughes Inteq. Letter to Joseph Daly, USEPA,
regarding 1SO-TEQ bioaccumulation studies. July 18, 1997.

Attachment 1:

Environment & Resource Technology. 1994. Bioaccumulation
Potential of 1SO-TEQ Base Fluid. ERT 94/209. Prepared for Baker
Hughes INTEQ.

Attachment 2:

Environment & Resource Technology. 1994. Bioconcentration
Assessment Report, Assessment of the bioconcentration factor (BCF)
of 1SO-TEQ base fluid in the blue mussel Mytilus edulis. ERT 94/061.
Prepared for Baker Hughes INTEQ.

28

Zevdlos, M.A., J. Candler, JH. Wood and L.M. Reuter. 1996.
Synthetic-Based Fluids Enhance Environmental Drilling Performance in
Deepwater Locations. SPE 35329, pp. 235-242.

Feaaevik, I. 1997. Telefax to J. Daly, USEPA. Case: Environmental
impacts of synthetic drilling muds. April 11, 1997.

Attachment 1:

Feazrevik, I. Undated. Discharges and regulations of synthetic drilling
fluids on the Norwegian Continental Shelf and summary of results from
ecotoxicological testing and field surveys. Norwegian Pollution Control
Authority.

Avanti Corporation, “Bioaccumulation of Synthetic-Based Drilling
Fluids,” prepared for the U.S. Environmental Protection Agency,
contract 68-C5-0035, September 30, 1997.

18
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Friedheim, J.E. and R.M. Pantermuehl. 1993. Superior Performance
with Minima Environmental Impact: A Nove Nonagueous Drilling
Fluid. SPE/IADC 25753. Presented at the SPE/IADC Drilling
Conference, Amsterdam, February 23-25, 1993. 14 pp.

5

14

Friedheim, JE., et a. 1991. An Environmentally Superior
Replacement for Mineral-Oil Drilling Fluids. SPE 23062. Presented at
the Offshore Europe Conference, Aberdeen, September 3-6, 1991.

14

Gillam, A.H., SR.T. Severn and F.R. Engelhardt. 1989. Review of
Biodegradahility Test Protocols for Drilling Fluid Base Qils. In:
Drilling Wastes, F.R. Engelhardt, J.P. Ray and A.H. Gillam (eds.).
Elsevier Applied Science, New York. pp.685-698.

15

10

Growecock, F.B., S.L. Andrews and T.P. Frederick. 1994.
Physicochemical Properties of Synthetic Drilling Fluids. |ADC/SPE
27450, pp. 181-190. Presented at the IADC/SPE Drilling Conference,
Dallas, Texas, February 15-18, 1994,

10

11

Jones, F.V., JH. Rushing and M.A. Churan. 1991. The Chronic
Toxicity of Mineral Oil-Wet and Synthetic Liquid-Wet Cuttings on and
Estuarine Fish, Fundulus grandis. SPE 23497. pp. 721-730.
Presented at the First International Conference on Health, Safety and
Environment, The Hague, The Netherlands, November 10-14, 1991.

10

12

Leuterman, A.JJ. 1991. Environmental Considerationsin M-I Product
Development Novasol/Novadril. M-I Drilling Fluids Co., January 15,
1991.

13

Limia, JM. 1997. Environmental Impact of Synthetic Muds. Testing
for the Right Thing? Presented at the Oil & Gas Exploration and
Production Safety & Environment Conference. March 1997, Perth,
Australia. 12 pp.

12

14

MMS. 1991. Draft Environmental Impact Statement Gulf of Mexico
Sales 139 and 141: Central and Western Planning Areas. USDOI,
MMS, Gulf of Mexico OCS Region. OCS EISJEA MM S 91-0018.

15

Munro, P.D., B. Croce, C.F. Moffat, N.A. Brown, A.D. Mclntosh, S.J.
Hird and R.M. Staff. 1998. Solid-phase Test for Comparison of
Degradation Rates of Synthetic Mud Base Fluids Used in the Offshore
Drilling Industry. Environ. Tox. and Chem. 17(10)1951-1959.
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16

Munro, P.D., C.F. Moffat and R.M. Stagg. 1997. Biodegradation of
Base Fluids Used in Synthetic Drilling Muds in a Solid-phase Test
System. SPE 37861, pp. 1-9.

5

17

Munro, P.D., C.F. Moffat, L. Couper, N.A. Brown, B. Croce and
R.M. Stagg. 1997. Degradation of Synthetic Mud Base Fluidsin a
Solid-Phase Test System. The Scottish Office of Agriculture and
Fisheries Department. Fisheries Research Services Report No. 1/97,
January 1997.

50

18

Ray, J.P. and R.P. Meek. 1980. Water Column Characterization of
Drilling Fluids Dispersion from an Offshore Exploratory Well on Tanner
Bank. In: Symposium, Research on Environmenta Fate and Effects of
Drilling Fluids and Cuttings, Lake Buena Vista, Florida, January 21-
24,1980. API, Washington, DC.

36

19

Ray, J.P. and E.A. Shinn. 1975. Environmental Effects of Drilling
Muds and Cuttings. In: Conference Proceedings on Environmental
Aspects of Chemical Use in Well-Drilling Operations, Houston, Texas.
May 21-23, 1975.

12

20

Rushing, JH., M.A. Churan, and F.V. Jones. 1991. Bioaccumulation
from Minera Oil-Wet and Synthetic Liquid-Wet Cuttingsin an
Estuarine Fish, Fundulus grandis SPE 23497. Presented at the First
International Conference on Health, Safety and Environment, The
Hague, The Netherlands, November 10-14, 1991.

10

21

Schaanning, M.T. 1996. Environmenta Fate of Synthetic Drilling
Fluids from Offshore Drilling Operations - An Experimental Study of an
Olefin-, Ether-, and Ester-Based Mud System on Cuttings Deposited in
Benthic Chambers. NIVA Report 0-94066.

82

22

Schaanning, M.T. 1995. Evaluation of Overall Marine Impact of the
Novadril Mud System. NIVA Report 0-95018.

32

23

Schaanning, M. T. 1995. Biodegradation of Ultidril Base Fluid and
Drilling Mud on Cuttings Deposited in Benthic Chambers. NIVA
Report 0-94241, 0-95100.

90

24

Schaanning, M.T. 1994. Test on Degradation of AQUAMUL BII
Mud on Cuttings Under Simulated Seabed Conditions. NIVA Report 0-
93206.
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25

Schaanning, M.T., K. Hylland, R. Lichtenthaler and B. Rygg. 1996.
Biodegradation of Anco Green and Novaplus Drilling Muds on Cuttings
Deposited in Benthic Chambers. NIVA Report 0-95144/0-95145.

5

88

26

Steber, J., C.-P. llerold and J.M. Limia. 1995. Comparative
Evaluation of Anaerobic Biodegradahility of Hydrocarbons and Fatty
Derivatives Currently Used as Drilling Fluids. Chemosphere, Val. 31,
No. 4, pp. 3105-3118.

16

27

Still, 1. and J. Candler. 1997. Benthic Toxicity Testing of Oil-Based
and Synthetic-Based Drilling Fluids. Eighth International Symposium on
Toxicity Assessment. Perth, Western Australia. 25-30 May 1997.

12

28

Thoresen, K.M., A.A. Hinds. 1983. A Review of the Environmenta
Acceptability and the Toxicity of Diesdl Oil Subgtitutes in Drilling Fluid
Systems. |ADC/SPE 11401, pp. 343-350.

29

Veil, JA. et al. 1996. Synthetic-Based Muds Can Improve Drilling
Efficiency Without Polluting. Oil and Gas Journal. Voal. 94, No. 10.
pp. 48-54.

30

Vik, E.A., S. Dempsey, B. Nesgard. 1996. Evaluation of Available
Test Results from Environmental Studies of Synthetic Based Drilling
Muds. OLF Project, Acceptance Criteriafor Drilling Fluids. Aquateam
Report No. 96-010.

126

31

Vik, E.A., B.S. Nesgard, J.D. Berg, S.M. Dempsey, D.R. Johnson, L.
Gawsel, and E. Dalland. 1996. Factors Affecting Methods for
Biodegradation Testing of Drilling Fluids for Marine Discharge. SPE
35981, pp. 697-711

15

32

Avanti Corporation, “Biodegradability of Synthetic-Based Drilling
Fluids,” prepared for the U.S. Environmental Protection Agency,
contract 68-C5-0035, September 30, 1997.

23
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Candler, JE., S. Hoskin, M. Churan, C.W. Lai and M. Freeman. 1995.
Sea-floor Monitoring for Synthetic-Based Mud Discharged in the
Western Gulf of Mexico. SPE 29694 Society of Petroleum Engineers
Inc. March 1995.

5

19

Continental Shelf Associates, Inc. 1998. Joint EPA/Industry Screening
Survey to Assess the Deposition of Drill Cuttings and Associated
Synthetic Based Mud on the Seabed of the Louisiana Continental Shelf,
Gulf of Mexico. Data Report, Prepared for APl Health and
Environmental Sciences Degpt.

109

Continental Shelf Associates, Inc. 1990. Environmental Monitoring
Program for Exploratory Well #1, Lease OCS-G 6264 High Iland Area,
South Extension, East Addition, Block A-401 Near the West Flower
Garden Bank. Prepared for Union Oil Company of California, Houston,
TX.

Continental Shelf Associates, Inc. 1989. Pre-Drilling and Post-Drilling
Surveys for Pensacola Area Block 996. Prepared for Texaco Producing
Inc.

Continental Shelf Associates, Inc. and Barry A. Vittor and Associates,
Inc. 1989. Environmental Monitoring in Block 132 Alabama State
Waters, Summary Report. Prepared for Shell Offshore, Inc.

90

Continental Shelf Associates, Inc. and Barry A. Vittor and Associates,
Inc. 1989. Environmental Monitoring to Assess the Fate of Drilling
Fluids Discharged into Alabama State Waters of the Gulf of Mexico.
Prepared for Offshore Operators Committee.

Continental Shelf Associates, Inc. 1988. Monitoring of Drillsite A in the
Gainesville AreaBlock 707. Prepared for Sohio Petroleum Company,
Houston, TX, April 26, 1988.

116

Continental Shelf Associates, Inc. 1986. Environmental Monitoring
Program for Exploratory Well No. 1, Lease OCS-G 6613, West
Cameron Area Block 663. Prepared for Texaco U.S.A.

Continental Shelf Associates, Inc. 1986. Environmental Monitoring
Program for Exploratory Well No. 1, Lease OCS-G 6281, East Breaks
AreaBlock 166 Near Applebaum Bank. Prepared for Texaco U.S.A.

15
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10

Continental Shelf Associates, Inc. 1984. Environmental Monitoring
Program for Exploratory Well Numbers 1 and 2, Lease OCS-G 4809,
South Marsh Island Area Block 161. Prepared for Mark Producing, Inc.

5

15

11

Continental Shelf Associates, Inc. 1982. Environmental Monitoring

Program for Platform “A”, Lease OCS-G 3061 Block A-85, Mustang
Island Area, East Addition, Near Baker Bank. Prepared for Conoco
Inc.

69

12

Daan, R., K. Booij, M. Mulder, and E. Van Weerlee. 1996.
Environmental Effects of A Discharge of Cuttings Contaminated with
Ester-Based Drilling Muds in the North Sea, Environmental Toxicology
and Chemistry, Val. 15, No. 10, pp. 1709-1722. April 9, 1996.

14

13

Dames & Moore. 1978. Drilling Fluid Dispersion and Biological Effects
Study for the Lower Cook Inlet C.O.S.T. Well. Prepared for Atlantic
Richfield Company. April 1978.

28

14

Davies, JM., D.R. Bedborough, R.A.A. Blackman, JM. Addy, J.F.
Appelbee, W.C. Grogan, J.G. Parker and A. Whitehead. 1989. The
Environmental Effect of Qil-based Mud Drilling in the North Sea. |n:
Drilling Wastes, F.R. Engelhardt, J.P. Ray and A.H. Gillam (eds.).
Elsevier Applied Science, New Y ork.

16

15

Delvigne, G.A.L. 1996. Laboratory investigations on the fate and
physiochemical properties of drill cuttings after discharge into the sea.
In: The Physical and Biological Effects of Processed Oily Drill Cuttings.
E & P Forum Report No. 2.61/202. April 1996.

10

16

EG& G Environmental Consultants. 1982. A Study of Environmental
Effects of Exploratory Drilling on the Mid-Altantic Outer Continental
Shelf-Fina Report of the Block 684 Monitoring Program. Prepared for
Offshore Operators Committee. October 1982.

23

17

Houghton, J.P. et a. 1980. Drilling Fluid Dispersion Studies at the
Lower Cook Inlet, Alaska, C.O.S.T. Well. In: Symposium, Research on
Environmental Fate and Effects of Drilling Fluids and Cuttings, Lake
Buena Vista, Florida, January 21-24,1980. API, Washington, DC.

24

18

Houghton, J.P., K.R. Critchlow, D.C. Lees, and R.D. Czlopinski. 1981.
Fate and Effects of Drilling Fluids and Cuttings Discharges in Lower
Cook Inlet, Alaska, and on Georges Bank - Final Report. NOAA/BLM,
Washington, DC.

36
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19

Kenny, P., M. Norman, A.M. Friestad and B. Risvik. 1996. The
Development and Field Testing of a Less Hazardous and Technically
Superior Oil Based Drilling Fluid. SPE 35952, pp. 527-535.

5

20

Leaver, M.J., D.J. Murison, JM. Davies and D. Rafaelli. 1987.
Experimental studies of the effects of drilling discharges. Phil. Trans. R.
Soc. Lond. B 316, 625-640.

16

21

Lees, D.C. and J.P. Houghton. 1980. Effects of Drilling Fluids on
Benthic Communities at the Lower Cook Inlet C.O.S.T. Well. In:
Symposium, Research on Environmental Fate and Effects of Drilling
Fluids and Cuttings, Lake Buena Vista, Florida, January 21-24, 1980.
API, Washington, DC.

42

22

Farmer, J.M., BP Exploration. Letter to Joseph Daly, USEPA, regarding
information on the Pompano Phase |1 program. December 2, 1998.

Attachment 1:
Pompano Phase Il Drilling Data

Attachment 2:
Volume discharged during Pompano Phase Il drilling

Attachment 3:

LGL Ecological Research Associates, Inc. 1998. Opportunistic
Sampling a a Synthetic Drilling Fluid Discharge Site on the Continental
Slope of the Northern Gulf of Mexico: The Pompano Development, 10-
11 July 1997 and 13-14 March 1998. Prepared for BP Exploration Inc.

15

23

Limia, JM. 1996. Seabed Surveys. the Best Meansto Assess the
Environmental Impact of Drilling Fluid Discharges? SPE 36048, pp.803-
813.

11

24

Mariani, G., L. Sick and C. Johnson. 1980. An Environmental
Monitoring Study to Assess the Impact of Drilling Discharges in the Mid-
Atlantic. 1l1. Chemica and Physical Alterations in the Benthic
Environment. In: Symposium on Research on Environmental Fate and
Effects of Drilling Fluids and Cuttings. Lake Buena Vista, Florida,
January 21-24, 1980. API, Washington, DC.

61
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25

Meek, R.P. and J.P. Ray. 1980. Induced Sedimentation, Accumulation
and Transport Resulting from Exploratory Drilling Discharges of Drilling
Fluids and Cuttings on the Southern Cdifornia Outer Continental Shelf.
In: Symposium, Research on Environmental Fate and Effects of Drilling
Fluids and Cuttings, Lake Buena Vista, Florida, January 21-24,1980.
API, Washington, DC.

5

26

26

Menzie, C., Maurer, D., and Leathem, W. 1980. An Environmental
Monitoring Study to Assess the Impact of Drilling Discharges in the Mid-
Atlantic. IV. The Effects of Drilling Discharges on the Benthic
Community. In: Symposium on Research on Environmental Fate and
Effects of Drilling Fluids and Cuttings. Lake Buena Vista, Florida,
January 21-24, 1980. API, Washington, DC.

40

27

MMS. 1985. Union Qil Project/Exxon Project Shamrock and Central
Santa Maria Basin Area Study EIS/EIR. Public Draft. Volume .
Prepared by Arthur D. Little, Inc. for MMS, Co. of Santa Barbara, CA
State Lands Commission, CA Coastal Commission, and CA Office of
Offshore Development. OCS Study MM S #85-0020.

28

Neff, J. M. M. Bothner, N. Maciolek, and J. Grassle. 1989. Impacts of
Exploratory Drilling For Oil and Gas on the Benthic Environment of
Georges Bank. Marine Environmental Research 27 (1989).

38

29

Northern Technical Services. 1981. Beaufort Sea Drilling Effluent
Disposal Study. Prepared for the Reindeer Island Stratigraphic Test Well
Participants. Under the direction of Sohio Alaska Petroleum Company.
329 pp.

12

30

Smith, J. and S.J. May. 1991. UlaWdlsite 7/12-9 Environmental
Survey 1991. A report to SINTEF Sl from the Field Studies Council
Research Centre. November 1991.

183

31

Steinhauer, M. et a. 1990. Cdlifornia OCS Phase Il Monitoring
Program Y ear-Three Annual Report. Chapter 13. Program Synthesis
and Recommendations.

38

32

Tillery, J.B. and R.E. Thomas. 1980. Heavy Metals Contamination
from Petroleum Production Platforms in the Central Gulf of Mexico. In:
Symposium on Research on Environmental Gate and Effects of Drilling
Fluids and Cuttings. Lake Buena Vista, Florida, January 1980. API,
Washington, D.C.

26
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33 U.S. Department of Interior (DOI). 1977. Baseline monitoring studies. 5 84
Mississippi, Alabama, Florida Outer Continental Shelf 1975 - 1976.
Volume VI, Rig Monitoring. Assessment of the Environmenta Impact
of Exploratory Qil Drilling. Prepared by the State University System of
Florida, Institute of Oceanography. Contract 08550-CT5-30, Bureau of
Land Management.
34 Zingula, R.P. 1975. Effects of Drilling Operations on the Marine 5 11
Environment. In: Conference Proceedings on Environmental Aspects of
Chemical Use in Well-Drilling Operations, Houston, Texas, May 21-23,
1975.
35 Avanti Corporation, “Seabed Survey Review and Summary,” prepared 5 53

for the U.S. Environmental Protection Agency, contract 68-C5-0035,
September 30, 1997.
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1 American Petroleum Institute. 1997. The Joint Association Survey on 6 106
1996 Drilling Costs
2 Beck, Robert J. and Laura Bell. 1998. “OGJ 200 Companies Posted 6 17
Strong Financia Year in 1997.” Oil and Gas Journa
3 Bureau of Economic Analysis, Table A-2.4. — Total Multipliers, by 6 2
Industry Aggregation, for Output, Earnings, and Employment. Regional
Input-Output Modeling System (RIMS 1)
4 Council of Economic Advisors. 1998. Economic Report of the President, 6 3
Transmitted to the Congress February 1998.
5 http://www.adn.com/TOPSTORY /T9702141.htm, Date: February 14, 6 3
1997
6 http://www.companiesonline.com/ 6 6
7 http://www.dnr.state.ak.us/oil/data/wells.htm 6 1
8 http:/Amww.gomr.mms.gov/images/pictures/gulfgo.gif 6 1
9 http://www.greenpeace.org/~climate/arctic/act.html 6 1
10 http://www.mms.gov/al aska/crproject/northstar/northstar.htm 6 2
11 http://mww.mms.gov/alaska/fo/history/alwellc.html 6 1
12 http://www.mms.gov/al aska/fo/history/sal earea.html 6 1
13 http://www.mms.gov/a aska/re/96-0033/10.htm 6 1
14 http://www.mms.gov/a aska/re/96%2D0033/5.htm 6 2
15 http://www.mms.gov/pacific/explorat/plfintro.html 6 4
16 http://www.sec.gov/Archives/edgar/data 6 63
17 http://www.touchngo.com/sp/html/sp-4988.htm, Date: May 15, 1998 6 15
18 Jones, Anne. ERG. 1998. Memorandum to Rulemaking Record regarding, 6 9
“Cost-Effectiveness Analysis of the Synthetic Drilling Fluids Effluent
Guidelines.” January 20, 1999.
19 Killaea, Mike. 1997. “ Survey measures growth of ultra deep-water fleet.” 6 1
Drilling Contractor
20 USA Oil Directory, 37™" Edition, PennWell Publishing Co. 1998. 6 368
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Pre-1999 Proposal

E. Economic Impact and Cost Effectiveness Analysis
. No. of
No. Document Title Volume Pages
21 Covington, James C., U.S. EPA. 1998. Memorandum regarding well 6 1
count data from the Railroad Commission of Texas. June 15, 1998
22 State of Alaska: Alaska Oil and Gas Conservation Commission 1996 6 264
Annual Report
23 U.S. Department of the Interior, MMS. TIMS Database. April 27, 1998. 6 165
24 U.S. Department of the Interior, MMS. 1998. Platform Inspection 6 34
System, Complex/Structure
25 U.S. EPA. 1992. EPA Guiddines for Implementing the Regulatory 6 61
Flexibility Act. April 1992.
26 U.S. EPA. 1993. Economic Impact Analysis of Final Effluent Limitations 6 522
Guidelines and Standards of Performance for the Offfshore Oil and Gas
Industry
27 U.S. EPA. 1995. Economic Impact Analysis of Final Effluent Limitations 6 270
Guidelines and Standards for the Coastal Subcategory of the Oil and Gas
Extraction Point Source Category
28 U.S. EPA. 1997. Interim Guidance for Implementing the Small Business 6 70
Regulatory Enforcement Fairness Act and Related Provisions of the
Regulatory Flexihility Act. February 5, 1997.
29 U.S. EPA. 1998. Facility Index System Dunn & Bradstreet Detail 6 55
30 Coon, K. and J. Buchert, Versar, Inc. Memorandum to Kathy Zirbser, 6 4
USEPA, regarding Toxic Weighting Factors (TWFs) for Synthetic Drilling
Fluids Pollutants of Concern. October 27, 1998.
31 U.S. EPA, Toxic and Pollutant Weighting Factors for Proposed Effluent 6 29

Guiddines for the Oil and Gas Extraction (Synthetic-Based Drilling Fluids)

Industry. December 31, 1998.
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Pre-1999 Proposal

F.

Confidential Business I nfor mation

No.

Document Title

Volume

No. of

Confidential Business Information regarding subsea pumping system,

1998

NA
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1999 Proposal

A.

Preamble and Proposed Regulation

Limitations Guidelines and Standards for Synthetic-Based Drilling
Fluids and other Non-Aqueous Drilling Fluids in the Oil and Gas
Extraction Point Source Category. EPA-821-B-98-019. February
1999.

No. Document Title Volume No. of
Pages
1 Effluent Limitations Guidelines and New Source Performance 7 68
Standards for Synthetic Based and Other Non-Aqueous Drilling
Fluids in the Oil and Gas Extraction Point source Category;
Proposed Rule. Wednesday, February 3, 1999.
B. Development Document
No. Document Title Volume No. of
Pages
1 U.S. EPA. Development Document for Proposed Effluent 7 274
Limitations Guidelines and Standards for Synthetic-Based Drilling
Fluids and other Non-Aqueous Drilling Fluids in the Oil and Gas
Extraction Point Source Category. Office of Science and
Technology. EPA-821-B-98-021. February 1999.
C. Environmental Assessment
No. Document Title Volume No. of
Pages
1 U.S. EPA. Environmental Assessment of Proposed Effluent 7 249
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1999 Proposal

D.

Economic Analysis

No. Document Title Volume No. of
Pages
U.S. EPA. Economic Analysis of Proposed Effluent Limitations 7 81

Guiddlines and Standards for Synthetic-Based Drilling Fluids and
other Non-Aqueous Drilling Fluids in the Oil and Gas Extraction
Point Source Category. EPA-821-B-98-020. February 3, 1999.
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Post-1999 Proposal
A. Public Participation

(a) Public Comments on 1999 Proposal

No.

Document Title

Volume

No. of Pages

Kosinski, E., The Bethlehem Corporation. Letter to J. Daly,
EPA in response to proposed effluent limitation guidelines.
5/26/99.

Attachments:

Kirby, R., EPA Undated. Email communication to E. Kosinski,
Bethlehem Corp. requesting hard copy of comments.

Bethlehem Corporation. 1999. The Bethlehem Thermal-D™
System Drill Cuttings Treatment System Description.
4/14/99.

UK Offshore Operators Association. 1999. Drilling Mud
System Control in the UK. Download from
UKOOApilesyn.htm. 5/26/99.

Bethlehem Corporation. Undated. The Porcupine® Processor,
The Thermal Processing Solution for Drying, Heating,
Cooling and Reacting. Brochure.

8

26

Candler, J., M-I Drilling Fluids L.L.C. Letter to R. Kirby, EPA
in response to proposed effluent limitation guidelines. 5/4/99.

Veez, P.K., Shell Offshore Inc. Letter to M. Rubin, EPA in

response to proposed effluent limitation guidelines. 5/3/99.

Attachments:

Velez, P.K., Shell Offshore Inc. Letter to A. Wiedeman, EPA
in response to proposed coastal effluent limitation
guidelines. 5/24/95.

26
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[1. Post-1999 Proposal
A. Public Participation
(a) Public Comments on 1999 Proposal

No. Document Title

Volume

No. of Pages

4 Grooms, A.M., Utility Water Act Group. Letter to J. Daly, EPA
in response to proposed effluent limitation guidelines. 5/3/99.
Attachments:

Schlekat, C.E., K.J. Scott, R.C. Swartz, B. Albrecht, L. Antrim,
K. Doe, S. Douglas, JA. Ferretti, D.J. Hansen, D.W.
Moore, C. Muéller, and A. Tang. 1995.
Interlaboratory Comparison of a 10-Day Sediment
Toxicity Test Method Using Ampelisca abdita,
Eohaustorius estuarius and Leptocheirus plumulosus.
Environ. Tox. and Chem. 14:2163-2174.

EPA. 1988. Availahility, Adequacy, and Comparability of
Testing Procedures for the Analysis of Pollutants
Established Under Section 304(h) of the Federal Water
Pollution Act. Report to Congress. EPA/600/9-87/030.

EPA. 1987. Guidelines for Selection and Validation of
USEPA’s Measurement Methods. Draft. Office of
Acid Deposition, Environmental Monitoring and Quality
Assurance. 10/87.

Gebhart, JE., J.D. Messman, and G.F. Wallace. 1988.
Interlaboratory Evaluation of SW-846 Methods 7470
and 7471 for the Determination of Mercury in
Environmental Samples. Prepared for EPA, Office of
Research and Development. EPA/600/4-88/011.

8

391

5 Hood, C.A., Baker Hughes INTEQ. Letter to M. Rubin, EPA
in response to proposed effluent limitation guidelines. 5/4/99.

6 Kirsner, J., Baroid Drilling Fluids. Letter to J. Daly, EPA in
response to proposed effluent limitation guidelines. 5/3/99.

7 Rubin, M., APl and R.J. Moran, NOIA. Letter to M. Rubin,
EPA in response to proposed effluent limitation guidelines.
5/4/99.

19

8 Theriot, G.T., Exxon Company, U.SA. Letter to J. Daly, EPA
in response to proposed effluent limitation guidelines. 5/4/99.

9 Farmer, JM., BP Amoco Exploration. Letter to J. Daly, EPA in
response to proposed effluent limitation guidelines. 5/12/99.
Attachments:

Fechhelm, R.G., B.J. Gallaway, and J.M. Farmer. 1999.
Deepwater Sampling at a Synthetic Drilling Mud
Discharge Site on the Outer Continental Shelf, Northern
Gulf of Mexico. SPE 52744.

Fechhelm, R.G., B.J. Gallaway, G.F. Hubbard, S. MacL ean,
and L.R. Martin. Chemical and Biological Effects of
Synthetic Drilling Fluid (Petrofree LE) Discharge at a
Deepwater Site in the Gulf of Mexico. Draft submitted
to Marine Environmental Research.

51
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Post-1999 Proposal
A. Public Participation

(a) Public Comments on 1999 Proposal

No.

Document Title

Volume

No. of Pages

10

Siebert, SM., State of Florida, Department of Community
Affairs. Letter to M. Rubin, EPA in response to proposed
effluent limitation guidelines. 5/17/99.

8

11

Shavelson, B., Cook Inlet Keeper. Letter to J. Daly, EPA in
response to proposed effluent limitation guidelines. 5/2/99.

12

Tibbs, T.R., Alachua County Department of Environmental
Protection. Letter to J. Daly, EPA in response to proposed
effluent limitation guidelines. 5/17/99.

13

Taylor, W.R., U.S. Department of the Interior, Office of
Environmental Policy and Compliance. Letter to J. Daly, EPA
in response to proposed effluent limitation guidelines. 5/24/99.

14

Wildermann, R., U.S. Department of the Interior, Minerals
Management Service. Letter to R. Kirby, EPA in response to
proposed effluent limitation guidelines. 5/28/99.

15

Morgan, M.C., Derrick Equipment Company. Letter to J. Daly,
EPA in response to proposed effluent limitation guidelines.
6/17/99.

16

Veil, JA., Argonne Nationa Laboratory. Comments in response
to proposed effluent limitation guidelines. 6/22/99.

17

Hood, C.A., Baker Hughes INTEQ. Letter to W.B. Hathaway,
EPA Region 6 in response to proposed modification of NPDES
permit for the western portion of the OCS of the Gulf of Mexico
(GMG290000)

18

Holliday, G.H., Holliday Environmental Services, Inc. Letter to
J. Daly, EPA in response to proposed effluent limitation
guidelines. 5/18/99.

Attachments:

APIl. 1995. Metals Criteriafor Land Management of
Exploration and Production Wastes. Technical Support
Document for API Recommended Guidance Values.
API Publ. No. 4600.

State of Louisiana. 1990. Amendment to Statewide Order No.
29-B. Department of Natural Resources, Office of
Conservation. 10/20/90.

Deud, L.E., Jr. and G.H. Holliday. 1998. Geochemical
Partitioning of Metas in Spent Drilling Fluid Solids. In
Transactions of ASME, Journa of Energy Resources
Technology. 9/98. pp. 208-214.

Deud, L.E., Jr. and G.H. Holliday. 1998. Soil Remediation for
the Petroleum Extraction Industry, Second Edition.
PennWell Books. Excerpt from Chapter 3.

119
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Post-1999 Proposal
A. Public Participation

(b) Public Meetings

No.

Document Title

Volume

No. of Pages

Mclntyre, J. 1999. Minutes of the Public Meeting for the

Proposed SBF Rulemaking in Houston, TX on March 17, 1999.

Memorandum to J. Daly, EPA. 4/19/99.
Attachments;

Attendance Roster.

EPA Presentation Handout.

8

52
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Post-1999 Proposal
A. Public Participation

(c) Stakeholder Meetings

No.

Document Title

Volume

No. of Pages

Minutes of the SBF Stakeholders Meeting, 7/22/99 in
Washington, DC

Attachments;

Attachment A: Agenda.

Attachment B: Attendance roster.

Attachment C: Handouts.

8

15

Summary of Teleconference held 7/29/99 between EPA and
stakeholder workgroup chairs.

Minutes of the SBF Stakeholders Meeting, 8/26/99 in

Washington, DC

Attachments:

Attachment A: Agenda.

Attachment B: Attendance roster.

Attachment C. Data Needs for Post-Proposal SBF Engineering
Andysis.

Attachment D: EPA’s Regulatory Schedule.

15

Moran, R., National Ocean Industries Association. 1999. E-

mail to R. Kirby, EPA regarding industry presentation to PRP

Stakeholders.

Attachment:

Industry presentation made at the August 26 Presumptive
Rulemaking Stakeholder mesting.

29

Johnston, C.A. 1999. Industry and Vendor Stakeholders

October 28, 1999, Meeting Summary Notes. Memorandum to

File. 11/16/99.

Attachments:

Attachment A: Agenda.

Attachment B: Attendance roster.

Attachment C: SWACO presentation and Verti-G Cuttings
Dryer Brochure.

Attachment D: Apollo Services, Around the World, MRU
Projects.

Attachment E: Elgin National Industries Inc., Process
Management.

Attachment F: JB Equipment presentation and Mud 10/6
brochure.

Attachment G: EPA Engineering Questionnaire.

83
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Post-1999 Proposal
A. Public Participation

(c) Stakeholder Meetings

No.

Document Title

Volume

No. of Pages

Johnston, C.A. 1999. Draft Meeting Summary Notes from
November 18, 1999 Synthetic-Based Drilling Fluids

Stakeholders Meseting, Washington, DC. Memorandum to File.

11/18/99.

Attachment A: Agenda.

Attachment B: Attendance roster.

Attachment C. J. Candler, M-I Drilling Fluids Presentation.

Attachment D: Regulatory Scenarios for SBF Retention on
Cuttings.

Attachment E: SBF retention data review.

Attachment F: Solids control data needs.

8

18

Johnston, C.A. 2000. Draft Meeting Summary Notes from
January 27, 2000 Synthetic-Based Drilling Fluids Stakeholders
Meeting, Washington, DC. Memorandum to File. 2/11/00.
Attachment A: Stakeholder Meeting Agenda.

Attachment B: Stakeholder Meeting Attendees.

Attac